
Ulti-Mate Dry Ridge & Hip Kit  
Fixing Instructions Hip

The roof underlay is laid in 
the normal way, making sure 
the tiling battens are secured 
directly onto the hip rafter or 
to noggins on the side of the 
hip rafter.

Start at the eaves, centre the 
Roll over the hip batten and 
secure using corrosion resistant 
nails or staples. Remove release 
paper from the adhesive strip 
and dress neatly, ensuring 
continuous contact with the 
tile up to the ridge batten. With 
Profile Tiles dress from the peak 
into the pan. Note that the Roll 
on the ridge needs to be lapped 
over both hips.

Hip batten supports, made 
up from 2 x 25mm thick tiling 
battens, are screwed to the 
hip rafter in between the tiling 
batten spaces. Hip batten 
supports need to be fixed.

Fit support tray at the eaves 
and secure in place using 
corrosion resistant nails. 
Overlap the next full support 
tray by 50mm, secure and 
continue in the same way 
along the length of the hip. 
Please note, hip support trays 
are not essential on double 
lap products.

Commence tiling as normal, 
cutting tiles neatly along the 
line of the hip batten, making 
sure no cut tile is more than 
30mm from the hip batten. 
Small tile cuts where no nail 
fixing can be achieved e.g. 
single lap, must be secured 
using the fixing clips.

A block end hip is suggested 
at the eaves and should 
secondary mechanically 
fixed. Insert Ridge/Hip 
Unions in between hip tiles 
and fix using the clamp 
and then screw and washer 
provided, ensuring a 
minimum 15mm penetration 
into the hip batten.
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Fixing Instruction Additional Notes
1. If 300mm/12” fixings are utilised, then and additional 

kit containing 7No., Unions, Clips & Screws/Washers 
are required, Ulti-Mate Code ULTI2DR&H300CK

2. Tile Clips are recommended to be utilised to support 
cut tiles when installing a single lap product

3. Hip Trays are recommended to be utilised to support 
the Hip Fittings when installing a single lap product, 
on double lap this is optional
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